Modulink™ Nonmetallic Floor Boxes provide power and communication services directly to the workstation or to any open space location.

**Modulink 880MP2 Series Floor Boxes Ordering Information**

**880MP2 Nonmetallic Rectangular Floor Box**

Box comes complete with reusable mudcap, insert spacer, conduit plugs and reducers. Reducers provided for reduction to 1 1/2", 1 1/4", 1", 3/4", and 1/2" [25mm, 19.1mm, and 12.7mm] conduit. Minimum concrete depth is 4" [102mm] and maximum concrete depth is 6" [152mm]. Minimum capacity is 50 cu. in. [819ml] and maximum capacity is 100 cu. in. [1693ml]. Box dimensions are 4 1/8" W x 5 1/2" L x 6" H [105mm W x 140mm L x 152mm H].

**880MPA Nonmetallic Rectangular Floor Box Adjusting Ring**

Comes with fiber storage loop. Also includes brass inserts for flange connection and green ground wire for ground connection. Wiremold CM Series Open System adapters that snap directly into the adjusting ring without the need for an adapter. Also includes mounting screws to attach flange to box body.

**NOTE:** One 880MPA is needed for each 880MP2 used. For example, a three-gang box will require three 880MPA Adjusting Rings, ordered separately.

**COLOR OPTIONS**

817, 828, 829, 830, 837 & 838 Series Cover Plates are designed for use with Modulink™ 880MP Series Floor Boxes and are available in the colors at left as indicated in the part number descriptions. Custom color options are also available. Consult the factory for more information.

**Code Reference**

cULus Listed
Nonmetallic Outlet Boxes: File E110748 Guide QCMZ.
Meets Article 314.27(C) of NEC.
Modulink 880MP2 Series Floor Boxes Metal Cover Plates Ordering Information (continued)

<table>
<thead>
<tr>
<th>829CK</th>
<th>Brass Communications Cover Plate</th>
<th>829CK-1/2</th>
<th>Brass Communications Cover Plate</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>2 5/8” and 2 1/4” [67mm and 57mm] plugs. Not for use with threaded conduit.</td>
<td></td>
<td>Brass communications cover plate, 2 5/8” and 1/2” [67mm and 12.7mm] plugs. For carpet or tile installations. Not for use with threaded conduit.</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>829CK-1</th>
<th>Brass Communications Cover Plate</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>2 5/8” and 1” [67mm and 25mm] plugs. Not for use with threaded conduit.</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>829CK-3/4</th>
<th>Brass Communications Cover Plate</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>2 5/8” and 3/4” [67mm and 19.1mm] plugs. Not for use with threaded conduit.</td>
</tr>
</tbody>
</table>

**NOTE:** Brass covers and flanges are not interchangeable with aluminum or nonmetallic covers and flanges. Nonmetallic covers are interchangeable with aluminum flanges.

Modulink 880MP2 Series Floor Boxes Brushed Aluminum Cover Plate Flanges Ordering Information

<table>
<thead>
<tr>
<th>818TCAL</th>
<th>1-Gang Brushed Aluminum Combination Carpet &amp; Tile Flange</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Accepts Ortronics® MAB6TJ TracJack and MAB3S2 Series II adapters and Wiremold CM Series inserts, sold separately.</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>838TCAL</th>
<th>3-Gang Brushed Aluminum Combination Carpet &amp; Tile Flange</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Accepts Ortronics® MAB6TJ TracJack and MAB3S2 Series II adapters and Wiremold CM Series inserts, sold separately.</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>828TCAL</th>
<th>2-Gang Brushed Aluminum Combination Carpet &amp; Tile Flange</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Accepts Ortronics® MAB6TJ TracJack and MAB3S2 Series II adapters and Wiremold CM Series inserts, sold separately.</td>
</tr>
</tbody>
</table>

**NOTE:** Brushed aluminum flanges come with beveled edges.
OMNIBOX™ SERIES FLOOR BOXES

Omnibox Series Metal Cover Plates Ordering Information (continued)

828DPGFITC Brass Rectangular Cover Plate

Allows for mounting of a duplex style receptacle with a rectangular style flip lid cover.

828COMTC Brass Communications Cover Plate

Allows for up to four communication devices to be mounted in a recessed position within the 880 Floor Box. The 828COM Cover Plates has removable slides for cable egress.

NOTE: For use with 880S and 880CS Series Boxes only.

828DLR Brass Single Locking Receptacle Cover Plate

Single flip lid cover for 20A or 30A single locking receptacles. Device opening is 2 5/8" [67mm]. For use with maximum female locking device of 1.58" diameter, and maximum male plug face of 2.25" diameter.

828SPTC Brass Duplex Cover Plate

Screw plugs. Screw plugs are 1 1/2" [38mm] in diameter.

829STC Brass Communication Cover Plate

Data slides. Feed through only, not for use with a mounting plate for communication adapter.

829CK Brass Communication Cover Plate

2 5/8" and 2 1/4" [67mm and 57mm] plugs.

829COMTC Brass Communications Cover Plate

2 5/8" and 1" [67mm and 25mm] plugs.

829CK-3/4 Brass Communications Cover Plate

2 5/8" and 3/4" [67mm and 19.1mm] plugs.

829CK-1/2 Brass Communications Cover Plate

2 5/8" and 1/2" [67mm and 12.7mm] plugs.

829CK-1 Brass Communications Cover Plate

2 5/8" and 1" [67mm and 25mm] plugs.

829CK-3/4 Brass Communications Cover Plate

2 5/8" and 3/4" [67mm and 19.1mm] plugs.

829CK-1/2 Brass Communications Cover Plate

2 5/8" and 1/2" [67mm and 12.7mm] plugs.

828MAAP AV Adapter Plate

Sheet metal adapter plate that accepts two (2) Legrand AVIP or Extron Electronics MAAP style device plates [sold separately]. For use with 828GFITC or 828GFITCAL cover plates (sold separately).

NOTE: UL Listed for tile, terrazzo, and carpet floors. Brass covers and flanges are not interchangeable with aluminum or nonmetallic covers and flanges. Nonmetallic covers are interchangeable with aluminum flanges.